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Abstract
The effect of relative humidity on the decomposition reaction of zinc dialkyldithiophosphate (ZDDP) additive under bound-
ary lubrication regime has been investigated using Raman spectroscopy and atomic force microscopy (AFM). The ZDDP 
tribofilms were formed using the pin-on-disc tribometer at 30 and 90% relative humidity, which was controlled using a 
custom-made humid chamber. The results suggest that relative humidity does not change only the length of the phosphate 
chains but also their affinity towards the available cations. At low relative humidity, zinc pyrophosphate to polyphosphate 
chains were formed compared to predominantly shorter iron orthophosphate chains at high relative humidity. In addition, 
relative humidity altered the structure of the mature tribofilm. At low relative humidity, the tribofilm had a patchy structure 
with average thickness of 140 nm and fractal dimension of 2.17. However, at high relative humidity, the tribofilm had a thin 
dendritic structure with average thickness of 85 nm and fractal dimension of 2.34. This means that the structure is more 
complex with a larger number of nesting self-similar structures at all scales. This is significant in making the transition from 
descriptive towards quantitative information of the tribofilm structure.
Keywords ZDDP antiwear · Tribofilm · Decomposition reactions · Raman · Water contamination
1 Introduction
Water, which can be present in the lubricating oil of any 
machinery, can have adverse effect on the overall efficiency 
of the lubricant and lubricated parts such as bearings in dif-
ferent ways [1]. For instance, water can increase wear and 
shorten the life of the lubricated parts [2], due to hydrogen 
embrittlement and oxidation. The extent of this damage 
depends on whether water is dissolved [3] or free [4].
There are numerous studies, which investigated the 
effect of relative humidity on real-life engines. For exam-
ple, Chang et al. [5] showed that a 50% increase in relative 
humidity from ambient at 30% to a mild at 60% had a signifi-
cant impact on the engine manifested mainly in retarding the 
combustion phasing along with reducing the NOx concen-
tration. Similarly, Pekula et al. [6] showed that a threefold 
increase in the relative humidity can cause a reduction of 
NOx concentration by 15 to 20%.
Few previous studies have assessed the effect of relative 
humidity [3] and added free water [4, 7–9] on the perfor-
mance of oil additives including zinc dialkyldithiophosphate 
(ZDDP). ZDDP is a highly efficient antiwear additive due 
to its formation of a thin (<150 nm) protective tribofilm 
on lubricated surfaces rubbing against each other [10–16]. 
Dorgham et al. [7] assessed the role of free water added 
to the lubricating oil in the reaction kinetics of ZDDP and 
how it can alter the resulting tribofilm. Water was found to 
initially increase the reaction kinetics of the ZDDP additive, 
but it had a permanent damaging effect on the formed zinc 
phosphate chains. Water can hinder the polymerisation of 
the hastily formed phosphate chains, which results in the 
formation of impotent short zinc orthophosphate chains 
unable to polymerise even if water evaporates from the oil. 
The authors related this to the weak bonds formed between 
the water molecules and the formed short phosphate chains 
because of the high affinity of water to dissolve in the phos-
phates [17]. Similarly, several previous studies [4, 8, 9], 
showed that the formed tribofilm in an oil containing free 
water consists of short zinc phosphate chains compared to 
longer ones when water is absent. The tribofilm was also 
found to be thinner in the presence of water [4]. Such a 
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detrimental effect was suggested to be a result of the com-
petition of water with ZDDP molecules over the available 
steel surface, which delays the adsorption and decomposi-
tion of the ZDDP molecules on the steel substrate. This can 
significantly delay the formation and alter the physicochemi-
cal properties of the generated tribofilm. Fuller et al. [18] 
suggested that one of the adverse effects of water is its reac-
tion with the initially formed long phosphate chains, which 
results in the formation of short iron phosphate.
Other few studies [3] investigated the impact of relative 
humidity on the decomposition reactions of ZDDP and dem-
onstrated that as the relative humidity increased, the formed 
tribofilm was thinner and less tenacious with predominantly 
shorter zinc phosphate chains.
All the previous studies regarding the presence of water, 
whether free or dissolved, in the oil confirm that water 
affects both the kinetics of the decomposition reaction of 
ZDDP [7] as well as the physicochemical properties of the 
formed protective tribofilm by impeding the polymerisa-
tion of the short phosphate chains into longer ones [4, 4, 
7–9]. However, the previous studies did not show whether 
the formed tribofilm consists of mainly zinc, iron, or mixed 
zinc and iron phosphate. In addition, the previous studies 
did not fully assess whether water can alter the tribofilm 
physical structure, nor did they link this to its composition, 
e.g. whether the tribofilm of short or long zinc, iron or mixed 
zinc and iron phosphate is smooth, rough, patchy, dendritic, 
etc.
In the absence of water, the ZDDP tribofilm was reported 
to have a structure of small and big ridges and valleys 
aligned and elongated along the rubbing direction [19–21]. 
The big and thick ridges consist of phosphate with long 
chains, but the shallow troughs were reported to have short 
chains [22–26]. These results indicate that there is a link 
relating the physical appearance to the chemical properties 
of the generated ZDDP tribofilm. However, so far, no previ-
ous studies assessed the effect of water on these combined 
parameters, which is expected to be significant. One of the 
major challenges is the difficulty in measuring the different 
features of the formed tribofilms, e.g. ridges and troughs, 
quantitatively. Previous reports tended to describe these fea-
tures qualitatively, e.g. how they are elongated in the direc-
tion of rubbing. Such a lack of previous quantitative studies 
is related to the difficulties in obtaining different tribofilms 
with different chemistries and identifying different features 
in the formed tribofilms. This study aims at investigating 
this correlation by examining how humidity can alter the 
physicochemical characteristics of the formed ZDDP tri-
bofilm over time using Raman spectroscopy and structure 
and thickness using atomic force microscopy (AFM). This 
should help better understand the combined impact of water 
on the physicochemical properties of the ZDDP tribofilms.
2  Materials and Methods
2.1  Lubricants
Poly--olefin (PAO) oil (  = 830 kg cm,  = 4 cSt at 100 
°C.) with ZDDP antiwear additive was used as the main 
lubricant. The ZDDP additive was used at a low concentra-
tion in the oil with a resulting mix containing 800 ppm of 
phosphorus.
2.2  Standard P‑ and S‑Based Samples
In order to quantify the decomposition species and thus the 
composition of the formed ZDDP tribofilms, which apart 
from phosphorus contain also sulphur species, several sul-
phur and phosphorus standard samples were used, which are 
listed in Tables 1 and 2, respectively. The sulphur samples 
were purchased, whereas the phosphorus samples were syn-
thesised in house following the method described in detail 
elsewhere [27]. The synthesised samples were solid, but the 
purchased ones were obtained in a powder form with a high 
purity (Table 1). Prior to the surface analysis, the powder 
samples were ground and pressed into plates of diameter 5 
mm and variable heights above 3 mm.
2.3  Pin‑on‑Disc Tribometer
Figure 1 shows the tribometer utilised to perform the tribo-
logical experiments, which is a pin-on-disc rig capable of 
simulating pure sliding conditions. The relative humidity 
was maintained using a chamber, which controlled the flow 
of humid and dry air to achieve the required level of humid-
ity. The humidity sensor, which measured the humidity level, 
was placed inside the chamber during the entire tribological 
experiment. The operating conditions during the tribological 
tests are listed in Table 3. A bearing steel ball with a diam-
eter 6.35 mm (Rq < 13 nm) was used as a pin on a bearing 
steel disc of a 40 mm diameter (Rq < 110 nm).
The tribological tests were performed at 80 °C. This was 
chosen to be lower than 100 °C at which evaporation of 
water from the oil occurs at a much faster rate [7, 9]. The 
humidity sensor had an accuracy within ±3% , whereas the 
accuracy of the temperature controller was within ±1 °C. 
The sliding speed during the tests was 600 ± 20 mm/s. The 
load was maintained at 60 N. Under these conditions, the 
maximum contact pressure was 2.5 GPa and the  ratio was 
0.18 ( 𝜆 ≪ 1 ), which indicated that the lubrication regime 
was boundary.
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2.4  Raman Spectroscopy
Raman spectroscopy (Renishaw InVia microscope) was per-
formed using an excitation laser of 488 nm wavelength. The 
laser spot had a high spatial resolution < 1 µm. The acquisi-
tion was in the 100–1500 cm−1 Raman shift in which the 
antiwear films showed relevant (oxide, sulphide and phos-
phate) peaks. The acquisition time was fixed at 400 s using 
5 and 10% laser power. The low laser power was chosen to 
avoid any sample degradation. The temperature of the meas-
urements was controlled at 25 °C and the relative humid-
ity was about 30% in an uncontrolled humid atmosphere. 
Before performing the experiments, a quick calibration using 
a Si(100) sample was performed in order to confirm that 
the Si peak is located at 520 cm−1 . Different types of spec-
tra were acquired, which included single scans of points of 
Fig. 1  Pin-on-disc rig a without and b with the humidity control system
Table 1  List of the different sulphur-based and metallic oxide sam-
ples used as standards for Raman spectroscopy
a Purity could not be verified
Material Supplier Purity
Zinc sulphide (ZnS) Sigma-Aldrich > 99.9%
Iron(II) sulphide (FeS) Alfa Aesar > 99.9%
Iron disulphide ( FeS
2
) Sigma-Aldrich > 99.8%
Pyrite ( FeS
2
) Alfa Aesar Naturala
Sphalerite ((Zn,Fe)S) Alfa Aesar Naturala




O Sigma-Aldrich > 99.9%




O) Sigma-Aldrich > 99.9%
Iron(III) sulphate hydrate  (Fe2SO4)3·xH2O Sigma-Aldrich > 99.9%
Zinc oxide (ZnO) Sigma-Aldrich > 99.9%
Iron(III) oxide  (Fe2O3) Sigma-Aldrich > 99.0%
Table 2  List of the different synthesised phosphorus-based samples used as standards for Raman spectroscopy
a Ratio between the atomic concentration of iron and zinc to the one of phosphorus
Glass Composition O/P M/Pa Chain length Type
Zn metaphosphate 0.5(ZnO)·0.5(P2O5 3.0 0.50 ∞ Amorphous
Zn polyphosphate 0.57(ZnO)·0.43(P2O5) 3.16 0.66 56 Amorphous
Zn pyrophosphate 0.67(ZnO)·0.33(P2O5) 3.52 1.02 3 Amorphous & crystalline
Zn orthophosphate 0.75(ZnO)·0.25(P2O5) 4.0 1.5 1 Crystalline
Fe poly
0.33
-phosphate 0.25(Fe2O3)·0.75(P2O5) 3.0 0.33 ∞ Crystalline
Fe poly
0.50
-phosphate 0.33(Fe2O3)·0.67(P2O5) 3.24 0.49 5 Crystalline & Amorphous
Fe poly
0.67
-phosphate 0.40(Fe2O3)·0.60(P2O5) 3.50 0.67 3 Amorphous
Fe poly
1.0















-phosphate 0.40(ZnO).0.07(Fe2O3).0.53(P2O5) 3.08 0.51 19 Amorphous
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interest and maps. One of these regions was across the wear 
scar to check the heterogeneity of the tribofilm composition.
After acquiring the Raman spectra, a baseline subtraction 
was performed using a smooth spline that kept all the data 
points above zero. The spectra were then fitted with different 
Gaussian/Lorentzian peaks using WiRE 3.4 software (Ren-
ishaw, USA). The peaks were then assigned based on the 
standard samples listed in Tables 1 and 2 and the available 
literature [27, 28].
2.5  AFM
The structure of the formed tribofilms was examined at the 
microscale by a commercial AFM (Bruker Dimension Icon). 
The Antimony (n)-doped Si AFM cantilever was rectangular 
in shape with dimensions 125 × 40 × 5 μm3 . The cantilever 
had a spring constant of 28 ± 5 N/m. The cantilever tip, 
which was made of the same material of the cantilever, was 
a three-sided pyramid with a height of 15 μm and a nominal 
radius of 8 nm. The AFM images were acquired at 1 Hz 
speed scanning an area of 10 × 10 μm2 under a contact force 
less than 100 nN.
Using at least four AFM images of four scanned areas in 
the same sample, the fractal dimension of the formed tribo-
films was calculated in order to compare the complexity of 
their structures and how they change with the scale using the 
following two methods:
• Cube counting In the cube counting method, the height 
of the tribofilm was scaled such that the distance between 
the minimum and maximum height, Z, in the scaled 
image equalled the x or y range, X and Y, respectively. 
Then, the 3D scaled surface was covered by cubic lattice 
with a lattice constant  [29]. For instance, in the case of 
 is set at ∕3 , where  is the width or height of the cube, 
this results in a lattice of 3 × 3 × 3 = 27 cubes. The total 
number of the cubes N, which were the ones that should 
necessarily contain one or more pixel of the image, were 
used to find the surface area A = N2 . The lattice con-
stant  was selected to be infinitely small. However, as 
the smallest component of any image is the pixel,  was 
reduced systematically by factors of 2 until reaching the 
length of two adjacent pixels. In this case, the fractal 
dimension Df was calculated as follows [30]: 
• Triangulation instead of cubes as in the cube counting 
method, triangles of unit dimension  were used. The 
total number of the triangles N was used to find the sur-
face area A() . Then, the fractal dimension Df was cal-
culated as follows [30]: 
The AFM analysis was performed using Gwyddion v2.55 
software.
3  Results
3.1  Effect of Water on Tribofilm Structure
The generated tribofilms using the pin-on-disc rig at 80 °C 
were analysed using the AFM. Figure 2 shows the AFM 
topography maps of the ZDDP tribofilms generated after 
1, 5 and 80 min of rubbing under two relative humidities of 
30 and 90%. During short rubbing times, i.e. after 1 and 5 
minutes, the tribofilm does not have a patchy structure, but 
appears thin and uniform regardless of the humidity level. 
However, after long rubbing time, i.e. after 80 min, the tribo-
film appears patchy with ridges of different sizes protruding 
from the tribofilm. The evolution of the tribofilm structure 
from continuous to patchy was reported before [31]. Apart 
from this general trend, there were noticeable differences 
between the structures of the mature tribofilms formed after 
80 min of rubbing at 30 and 90% of relative humidity. The 
tribofilm formed at low relative humidity shows the typical 
patchy structure, which is significantly different from the 
dendritic structure formed at high relative humidity. One 
way to quantify the difference between these patchy and 
dendritic-like structures is by calculating their fractal dimen-
sions, which measure the complexity of nesting self-similar 
structures at different scales. Two methods, i.e. cube count-
ing [29, 32] and triangulation [29], were utilised to estimate 
the fractal dimensions, which are presented in Table 4. The 










Table 3  Summary of the operating conditions for the tribological 
tests using the pin-on-disc tribometer
Operational variable Value
Ball/disc material AISI 52100
Ball diameter (mm) 6.35
Disc diameter (mm) 40
Ball roughness Rq (nm) 13
Disc roughness Rq (nm) 112
Lubricant PAO + ZDDP
Temperature (°C) 80
Load (N) 60
Entrainment speed (mm/s) 600
Water (%RH) 30, 90
Time (minutes) 120
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to have a fractal dimension of 2.17. This was about 7.83% 
smaller than that formed at 90% relative humidity, which was 
estimated to have a fractal dimension of 2.34. This increased 
fractal dimension when water is present suggesting that the 
tribofilm has a more complex structure with a larger num-
ber of nesting self-similar features at all scales. The fractal 
dimension appears to bear information about the formation 
history of the tribofilm, which suggests that a link between 
the fractal dimension and other mechanical properties of the 
tribofilm, e.g. elastic modulus and hardness, might be pos-
sible. Therefore, the fractal dimension results are important 
not only as a tool to compare the different structures in terms 
of complexity and shape, but also as a means to bring about 
the transition from the descriptive information of the tribo-
film structure to the quantitative information.
The thickness at different locations across the formed tri-
bofilms is shown in Fig. 3. The results show that the high 
relative humidity reduced the tribofilm thickness notably. 
The average tribofilm thickness at relative humidity of 90% 
was 85 nm, whereas at 30% the thickness was about 140 
nm. It should be noted that these values represent the height 
difference between the ridges and troughs. As suggested by 
Bec et al. [20], troughs can have an average thickness of 30 
nm, which can be added to the thickness values shown in 
Fig. 3. The reduction in the tribofilm thickness due to the 
mixed water with oil matches the findings of numerous stud-
ies indicating a limiting effect of water hindering the growth 
of ZDDP tribofilms [3, 4, 8, 9]. This was related to the com-
petition between water and ZDDP molecules over the steel 
surface. The polar water molecules reaches the surface first, 
which delays the adsorption and decomposition of the addi-
tive molecules at the substrate, and subsequently delays the 
formation of the protective tribofilm. Alternatively, other 
studies [7] suggested that water can suppress the chemical 
reactivity of the initially formed PO−
2
 groups, which can 
inhibit the formation of the phosphate layers.
3.2  Surface Analysis
3.2.1  Standard Samples
The Raman spectra of several sulphur-based samples, which 
of similar composition to the decomposition species that 
are expected to be found in the ZDDP tribofilm, are shown 
Fig. 2  AFM topography maps ( 10 × 10 μm2) of the evolution of the tribofilm over time at different levels of relative humidity of a 30% (top 
panel) and b 90% (bottom panel). Arrows indicate the direction of sliding
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in Fig. 4. Generally, the spectra show that the main peaks 
across the different samples appear below 500 cm−1 . These 
peaks might be related to iron/zinc oxide, sulphide or sul-
phate depending on the number of peaks and their Raman 
shifts.
The Raman spectra of the standard phosphorus-based 
samples of zinc, iron and mixed zinc and iron phosphate 
are presented in Fig. 5. A summary of the positions and 
assignments of the main phosphate peaks is listed in Table 5. 
Generally, the peaks appear sharp having small full width at 
half maximum (FWHM) in the case of crystalline samples, 
whereas they appear wide with large FWHM in the case of 
amorphous samples. The spectra show six main peaks, as 
follows:
• The first peak appears as a single or multiple peaks below 
400 cm−1 . This matches the ( PO3
4
− ) bending mode of 
the phosphate matrix.
• The second peak appears around 710–760 cm−1 . This 
matches the symmetric stretching mode ( sPO
2−
3
 ) of Q1 
units. The structural units Qn are good indicators of the 
average chain length n. In the case of no branching, every 
chain consists of two end groups Q1 and n − 2 middle 
groups Q2 , and possibly some isolated Q0 units.
• The third peak appears around 960–1010 cm−1 . The peak 




 ) of Q0 units.
• Two other peaks appear in the range 1010–1150 cm−1 and 




 ) symmetric and ( asPO
2−
3
 ) asymmetric stretching 
modes of Q1 units of P-O-P , respectively. The latter peak 




 ) symmetric stretching mode.
Fig. 3  AFM topography maps and profiles of the mature tribofilm, i.e. after 80 minutes of rubbing time, at different levels of relative humidity; 
30% top and 90% bottom
Table 4  Fractal analysis of the mature tribofilm, i.e. after 80 min of 
rubbing time, at two different levels of relative humidity, i.e. 30% and 
90%
Method Dimension Difference (%)
30% RH 90% RH
Cube counting [29, 32] 2.14 2.30 7.48
Triangulation [29] 2.20 2.37 7.73
Average 2.17 2.34 7.83
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• Another peak appears in the high Raman shift area 




metric stretching mode of Q2 units.
Figure 6 follows the change in the Raman shifts of the two 
main peaks of sPO
2−
3
 at 710 cm−1 and sPO
−
2
 at 1200 cm−1 
of the various phosphate glasses with different chain lengths 
and different metallic cations (zinc, iron or mixed zinc and 






 peaks of 
the long zinc phosphate chains start at 710 and 1202 cm−1 , 
respectively. As the chain length becomes shorter and as iron 
replaces zinc, the Raman shift of sPO
2−
3




 decreases, both linearly, until reaching 814 and 
1010 cm−1 in the case of short chain iron poly100phosphate.




 at 710 cm−1 and sPO
−
2
 at 1200 cm−1 has 
the potential to be used as a quantification tool for the phos-
phate chain length, i.e. the longer the length of the chains the 
lower the Raman shift of sPO
2−
3




 . Similarly, Smith et al. [38, 39] showed that 




 stretch peak frequency. The increase in Raman shift 
frequency was associated with the overall decrease in the 
terminal/external P-NBO (non-bridging oxygen) bond length 
because generally the short bonds tend to vibrate at higher 
frequency than the longer bonds [40]. Another reason for the 
change in frequency might be due to the change in the cati-
onic potential of the phosphate metal oxide (metal cations), 
which as it increases, the phosphorus shielding decreases 
due to the depletion the electron density on phosphorus [39].
The results shown in Fig. 6 indicate that as iron replaces 
zinc, the phosphate chain length decreases significantly. 
Similarly, numerous previous studies [38, 39, 41, 42] showed 
that the presence of metallic cations, e.g. FeO or ZnO, in 
phosphate glasses reduces the phosphate chains length. In 
the case of zinc phosphate, as an example, zinc shares the 
oxygen of the phosphate, as follows [39]:
This highlights the role of metallic cations in the depoly-
merisation of long chains of zinc or zinc/iron phosphate.
3.2.2  ZDDP Tribofilm
The Raman spectra of the mature tribofilms formed at rela-
tive humidity of 30 and 90% are presented in Fig. 7a and b, 
respectively. The peaks that appear at small Raman shifts 
between 100 and 400 cm−1 can be ascribed to the network 
bending of the glass [33–35] or to iron and zinc oxide, sul-
phide and sulphate as shown in Fig. 4 using the standard 
samples. The peaks appearing around 420, 566 and 634 
cm−1 correspond to bending vibrations of PO4 network, 
(3)P−O−P + Zn−O → P−O−Zn−O−P






















Fig. 4  Raman spectra of the different sulphur-based and metallic 
oxide samples used as standards for Raman spectroscopy
Table 5  Raman shifts assignments of the zinc, iron and mixed zinc 
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as reported before [33–35] and also shown in Fig. 6 using 
the synthesised metallic phosphates. These peaks can also 
be assigned equally to different modes of bending within 
(O − P − O)asm , (O-P-O)sym and (P − O − P)sym [37]. The 
other peaks around 710, 970, 1140, 1190 and 1280 cm−1 
were ascribed to different modes of stretching within the 
phosphate chains, as listed in Table 5.
Several general observations can be noted from the maps 
of Raman spectra across the mature ZDDP tribofilms formed 
after 80 minutes of rubbing at 30 and 90% relative humid-
ity as shown in Fig. 7c and d, respectively. First, at relative 
humidity of 90%, Raman shifts below 600 cm−1 as well as 
those between 1100 cm−1 and 1400 cm−1 do not appear uni-
form compared to the ones at lower relative humidity. The 
reason behind this is not fully understood. Another interest-
ing observation is that at high relative humidity, the Raman 
shifts at 650 and 950 cm−1 appear sharper, i.e. having small 
FWHM, and more uniform in width and height compared 
to those at low relative humidity. The sharp peak at 950 
cm−1 at high relative humidity corresponds to P=O asym-
metric stretching mode ( asPO
3
4
− ) of Q0 units. No overlap-
ping peaks at higher Raman shifts were observed, which 
indicates the absence of Q1 and Q2 units corresponding to 
long phosphate chains. This suggests that the majority of the 
tribofilm formed at high relative humidity consists of short 
orthophosphate with iron as metallic cation. This assign-
ment of iron instead of zinc phosphate is based on the peak 
position, which was found to be shifted to a value lower than 
950 cm−1 at high humidity, whereas it shifted to higher val-
ues at low humidity. In addition, the Raman spectra at high 
humidity have distinctive sharp peaks, which are similar to 
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Fig. 6  Raman shift evolution of the two main peaks: sPO
2−
3




 at 1200 cm−1 , and their Raman shifts difference, 
across the amorphous (closed symbols) and crystalline (open sym-
bols) phosphate glasses
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In the case of low relative humidity, the shape of the spec-
tra around 950 cm−1 shows the presence of multiple overlap-
ping peaks extends beyond 1100 −1 . This was also reported 
in several previous studies [28, 34, 36], which assigned the 




 and asPO43− phosphate peaks at low Raman shifts 
indicates that most of the tribofilm consists mainly of zinc 
pyro- to polyphosphate, with possibly a small amount of 
iron phosphate.
4  Discussion
The mechanism of how relative humidity can affect the reac-
tion kinetics of ZDDP and the composition of its formed tri-
bofilm is summarised in Fig. 8. Initially, as rubbing started a 
relatively thick oxide layer, which is about 7 nm in thickness 
exists on the steel surface [14]. This layer will be in direct 
contact with the PAO lubricating oil, which contains ZDDP 
molecules in addition to dissolved and free water due to the 
relative humidity.
The ZDDP molecules is considered to consist of a polar 
moiety and a non-polar alkyl tail [43]. This causes the ZDDP 
molecule to have high polarity. Therefore, both ZDDP and 
water molecules will have a high affinity to steel surfaces. 
However, as water molecules have larger polarity, they will 
have larger affinity to the steel substrate than ZDDP. There-
fore, at high relative humidity, the largely available water 
in the oil competes with ZDDP and delays its adsorption 
to the steel surface because water adsorbs and covers the 
surface faster than the additive. Subsequently, water delays 
the formation of the protective tribofilm until more water 
evaporates from the oil with time as rubbing continues. Over 
time, more free sites on the steel surface become available 
for the additive adsorption and its subsequent decomposi-
tion on the surface to form initially zinc/iron sulphate and 
sulphate species and then short chain iron orthophosphate. 
As more water evaporates, the short chains do not polymer-
ise into longer ones [3, 4, 7–9] due to the formation of weak 
bonds between the newly formed short phosphate chains and 
water molecules [7]. Water does not evaporate completely 
due to its high affinity to dissolve in the phosphates [17].
On the other hand, at low relative humidity, ZDDP can 
adsorb to the steel surface without delay. The molecules then 
decompose to form iron/zinc sulphate, which then reduces 
into sulphides [44, 45], before ultimately form short chains 
zinc orthophosphate. As rubbing continues, the short chains 
polymerise to form longer zinc pyrophosphate chains, which 
Fig. 7  Raman spectra at different spots of the ZDDP tribofilm: a after 
1 minutes of rubbing at 30 and 90% relative humidity, b after 1, 5 and 
80 min of rubbing at 90% relative humidity, c and d spectra at dif-
ferent location acquired after 80 minutes of rubbing time at relative 
humidity of 30 and 90%, respectively
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over rubbing can further polymerise into longer polyphos-
phate chains [14].
The dendritic-like structure formed at high relative 
humidity compared to the patchy one at low relative humid-
ity can be mainly related to the change in the oil polarity 
mainly because of the relatively high water content in the oil 
at high relative humidity. Several previous studies [46, 47] 
examined the influence of oil polarity on different aspects of 
ZDDP including its adsorption and reactions, which showed 
that the tribofilm formation is accelerated in oils with low 
polarity. The resulting tribofilms were found to be of larger 
thickness and roughness compared to those in polar oils 
[48]. They related such effect to the absence of competi-
tion that can occur between the ZDDP molecules and the 
non-polar oil on the steel surface thus allowing the ZDDP 
molecules to adsorb faster and more efficiently. The effect of 
oil polarity was found to also exhibit a substantial influence 
on the chemical characteristics of the formed tribofilms. 
Although, the tribofilms that are formed in either polar or 
non-polar oils were found to consist primarily of phosphate, 
still significant differences were found in the resulting sul-
phur in the tribofilm. In polar oils, mainly sulphide is gener-
ated, whereas in non-polar oils both sulphide and sulphate 
can form [43].
All the aforementioned studies confirm that any change 
in the oil polarity, which can be achieved by changing the 
oil type or adding high concentration of water or high rela-
tive humidity, can have considerable effects on the structure 
of the generated tribofilm. Furthermore, the dendritic-like 
structure formed at high relative humidity compared to the 
patchy one at low relative humidity suggests that the initially 
adsorbed water molecules on the steel surface do not com-
pletely evaporate at the subsequent stages of the tribological 
test due to its has high affinity to dissolve in the phosphates 
[17]. This prevents the additive decomposition on big parts 
of the steel surface, which ultimately results in less surface 
coverage of the formed tribofilm and its final dendritic-like 
structure.
5  Conclusion
This study examined the impact of relative humidity on the 
physical structure and chemical characteristics of ZDDP 
antiwear films. At low relative humidity, the tribofilm had a 
patchy structure of a fractal dimension of 2.17 and average 
thickness of 140 nm. However, at high relative humidity, the 
tribofilm had a thin dendritic structure of a fractal dimension 
of 2.34 and average thickness of 85 nm. This means that the 
formed structure at high relative humidity is more complex 
with larger number of nesting self-similar structures at all 
scales. These findings are important in making the transi-
tion between the descriptive information of the tribofilm 
structure and the quantitative one. Furthermore, the Raman 
spectroscopy results suggested that at small relative humid-
ity most of the tribofilm consisted mainly of zinc phosphate 
compared to iron phosphate at high level of relative humid-
ity. This suggests that relative humidity predetermines the 
nature, type and chain length of the formed phosphate spe-
cies within the tribofilm.
Fig. 8  Schematic summarising of the effect of relative humidity on the different stages of the decomposition reaction of ZDDP and its formed 
protective antiwear tribofilm
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